
Complete, Compact, Cost-effective

High efficiency, High reliability

Proven, Best-in-class Audio Quality

Stereo With Audio Processing

RDS Coder Built-in*

Taking Your Radio to the
NEXT LEVEL

*Optional Card 
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A COMPLETE TRANSMITTER
 Before deciding on any equipment for your radio station, remember that the right decision will deliver the best 
financial results and help increase your audience. Immersive, well-defined sound, with lows and highs that flow freely 
and without distortion, elevates the station to a high level of prominence.What we present here is undoubtedly the most 
advanced transmitter for community FM stations, capable of delivering all of this to you.
 Your station deserves equipment like this, and Sinteck introduces the EX25 Radcom, a powerful FM transmitter 
that offers everything a major broadcaster needs. Compact, robust, efficient, and equipped with features that leave the 
competition behind, including:

High precision 25 W output power, featuring a high-efficiency MOSFET design

SUPERIOR audio quality, high-linearity VCO (significantly more depth and clarity with no distortion)
Powerful built-in harmonic filter (virtually eliminating all types of interference)
Stereo encoder with high channel separation
Integrated single-band audio processing system, providing clean, distortion-free audio and removing
the need for external audio compressors when the Left/Right XLR inputs are used

Inputs and outputs for RDS (Radio Data System) character generator
OLED display and high-durability touch keypad

 Beyond all this, a piece of equipment manufactured by Sinteck speaks for itself: excellence in quality. The same 
equipment is exported to more than 30 countries, meeting not only Anatel regulations, but also the standards required in 
every market where it is sold.Don’t be misled - before you buy, compare, and join our group of 100% satisfied 
broadcasters. Think about it: if your station is the best, then your equipment is Sinteck!

Integrated RDS encoder: optional RDS generator card available upon purchase

Sinteck Next in more than 30 countries
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REAR PANEL OVERVIEW

CERT. ANATEL 0119-11-02884

FM Transmitter For Small Community Radio

RF Output Power:

TECHNICAL FEATURES EX25:

RF output impedance: 50 Ohms

RF output connector: N (female) or UHF under request

Frequency range:

Frequency steps: 10KHz

Settings input:

Frequency stability:

Modulation type: F3, FM direct modulation (VCO in final frequency)

Harmonic attenuation: >74dBc

Residual AM mod. (Assyncr.)

Approximately 0.05% (55dB)

Approximately 0.1% (65dB)

Residual AM mod. (Syncr.)

<0.05% @ 1kHzIntermodulation distortion:

20Hz to 200kHzFrequency response:

>73dBSignal/noise FM ratio:

POWER SUPPLY SECTION:
110/220V full-range, 45 to 68Hz AC Input:

Varistors, gas dischargers / transorbs, fast-action fuseSurge protection:

Better than 55% in 220V ACEfficiency:

1 200W Meanwell SMPS model LOP-200-24DC power supplies:

Overall consumption (full
power):

Standard 3-pin IEC power connector with center grounding pinAC input connection:

MECHANICAL FEATURES:
4.1kgsWeight:

483mm (19") wide, 44.45mm (1RU) height, 150mm (5.90") depthDimensions:

0 to +45°COperating temperature:

95% for +45°C without condensationMax. humidity:

87,5 - 108,1MHz programable sinth. (76 to 108MHz under request)

Keyboard in the front panel (Down, UP, Select and Enter keys)

1 ppm (High precision TCXO) max. frequency variation 100Hz

50W

RF SECTION:

CPU AND DISPLAY:
ARM MO ST Software EX2530-2024CPU:

No telemetry in this versionTelemetry:

Mult-turn trimpot in rear panelAudio lelve control:

Automatically set to 25W - No power adjustment available for this versionRF power control:

LCD 16x2 Blue back-lightMonitor:

XLR INPUTS:
XLR FemaleConectors:

600 Ohms balancedInput impedance:

20Hz to 15kHz (THD+N < 0,1%)Frequency response:

0dB to 75KHz carrier deviationAnalog input level:

Better than 45dB @ 1kHzStereo separation:

MPX INPUT:
Input connection:

Frequency response:

SCA / RDS INPUTS:
Input connection:

Frequency response:

RDS TONE SYNC. OUTPUT:
BNC connector, 1Vpp (fixed level)Output connection:

RF Devices: 2 RF Mosfet transistors Mitsubishi RD15HVF1

1 MPX input (BNC), level adjust +15/-10dBm to 75KHz carrier deviaton

± 0.05dB from 20Hz to 53KHz and ± 0.2dB from 53KHz to 100KHz, THD < 0.03%

BNC connector, level adjust from +15/-10dBm to 10kHz carrier deviation

± 0.2dB from 53KHz to 100KHz

25W, power set via target control. In this mode, the unit’s CPU automatically 
adjusts the power supply voltage until the transmitter’s final RF output power is 
precisely reached. Regardless of antenna conditions, the EX25 features an 
innovative system for accurate output power control
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